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Product Description: 
INTEGRA-SEAL® Gilsonite modified asphalt sealer is formulated with special polymers and additives to seal, 
protect, preserve and beautify asphalt pavement.  INTEGRA-SEAL Gilsonite modified asphalt sealer is a non-
skid formula that will fill hairline cracks (1/8” or less).   
 
Specifications 
Viscosity, cP @ 77°F D-4402 2,000-4,000 
Specific Gravity @ 60°F D-6937       1.01 
pH D-244       8-12 
Solids, Minimum D-6934       35% 
 

Recommended Uses: 
Use on any paved asphalt surface including driveways and parking lots.  Water may be added for greater 
coverage. Sand may be added for increased surface friction and crack filling. Extend your pavement’s service 
life by using UPM® Permanent Pavement Repair Material for potholes, KOLD-FLO® Pourable Crack Filler for 
cracks,  finish with a top coat of INTEGRA-SEAL® Gilsonite modified asphalt sealer and  your aging asphalt 
can be restored to nearly new condition. Call UNIQUE’s Technical Department for questions related to on-site 
optimizations. 
 

Surface/Product Preparation: 
Surface must be clean and free of all loose material and dirt. Surface should be clean and free of all oil, grease 
and other contaminants to ensure bond.  
 

Mixing: 
Some separation/settling may occur over time. Stir INTEGRA-SEAL® Gilsonite modified asphalt sealer to 
achieve a consistent mixture.   
 

Extending: 
Experienced contractors have the option to extend INTEGRA-SEAL® Gilsonite modified asphalt sealer with up 
to 25% water (three parts INTEGRA-SEAL sealer to one part water). When diluting, water must be added to 
INTEGRA-SEAL sealer. DO NOT ADD INTEGRA-SEAL sealer to water. The addition of sand should be 
limited to 30 pounds per 10 gallons of sealer or diluted sealer.  
 
Materials extended with water or sand should be used immediately. Product stability after adding water is 
beyond the control of UNIQUE and is the responsibility of the customer. 
 

Coverage: 
One gallon of INTEGRA-SEAL® Gilsonite modified asphalt sealer will cover approximately 100 square feet (11 
square yards).  Coverage rate will vary due to age, surface condition and porosity.  Newer pavements and 
recently sealed pavement will require less sealer for coverage. 
  
 

INTEGRA-SEAL® is a registered trademark of UNIQUE Paving Materials Corp. 
  

“Providing valuable products from valuable people to valuable customers.” 
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